Specifications

Housing Material: Powder Coated 20 Ga. Galvinized Steel

Power Consumption: 20 Watts

Number of Lamps: 1 - 12" PCO Lamp

Oxidation Adjustment: 300ft2 to 5000ft?

UV Lamp
Monitor Status

Optional EZ-Light
access hole

On/Off Switch

6' Power Cord

12" Dual-band UVC
PCO Lamp Hole

Indicator
\
/./

\G:: Cover

4 Pin Lamp
Connector

Patented adjustment
mechanism ( U.S.
Patent # 6,809,326B2)

12" Dual-band
UVC PCO Lamp

PCO Module with
|——— Ultravation's exclusive

[
[
[
[
= Photon clarifier
[
[
[
[

,{\* Electronics Housing
Mounting Holes

I
I
i
O
I
I
I
I
i
i
ol |
8% Indicator
| 5%, _
%4

—

e : |
7 Ultravation, Inc.
212 Ideal Way

Poultney, Vermont 05764

Ph: 802-287-9735

Fx: 802-287-9203
www.Ultravation.com

Part #: PTX-1200F Drawing #: pc.n-3336 [Rev -*

Description: 1- 12" Dual Spectrum UVC Fixed Lamp
System, 120 VAC. Includes the UVLampMonitor and
Patented adjustable advanced oxidation to reduce odors and
microorganisms
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